
CONSTRUCTION SIGN COVERS WILL CONSIST OF A RIDGED PANNEL THE SAME SIZE
AS THE TRAFFIC CONTROL SIGN REVERSED TO TRAFFIC. THE COVER WILL BE OF A
DARK COLOR. MOUNTING OF THE COVER WILL NOT DAMAGE THE TRAFIC CONTROL
SIGN.

CONSTRUCTION SIGNS WILL BE LOCATED SO THEY DO NOT OBSTRUCT EXISTING
SIGNS OR OBSTRUCT CORNER SIGHT DISTANCES FOR HIGHWAYS AND SIDE ROADS.

CONSTRUCTION SIGNS ARE SIZED SHAPED AND COLORED PER THE CURRENT EDITION
OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

SIGNAL FACES ARE 12" LED, RED YELLOW AND GREEN.

THE PRIMARY SIGNAL IS DIRECTLY OVER THE CENTER OF THE APPROCH TRAVEL LANE.
THE BOTTOM OF THE PRIMARY SIGNAL HOUSING IS BETWEEN 16.5 FEET TO 19 FEET
FROM THE ROAD SURFACE.

THE REDUNDENT SIGNAL IS MOUNTED WITH IN 8 FEET OF THE PRIMARY SIGNAL AND
BETWEEN 8 AND 15 FEET FROM THE GROUND SURFACE.

THE SINGAL FACES ARE LOCATED TO DIRECT TRAFFIC FROM ONE LANE TO ANOTHER
IN AN ALTERNATING FASHION.

SIGNALS WILL DWELL ON RED UNTIL A VEHICLE PASSES INTO THE DETECTION ZONE.
ONCE THE SIGNAL IS TRIPED THE LIGHT WILL GO GREEN FOR 25 SECONDS, SWITCH
TO YELLOW FOR 4 SECONDS AND FINALLY BACK TO RED.

A 250 WATT MER STREET LIGHT IS MOUNTED OVER EACH STOP BAR AND TRAFFIC
LIGHT AT A HEIGHT OF 30 FEET TO ILLUMINATE THE AREA

ACCESS TO ALL SIDE ROADS AND DRIVES WILL BE MAINTAINED AT ALL TIMES.

TRAFFIC CONTROL ALLOWS FOR A 73.5 FOOT INTERSTATE SEMI TRAILER.

ANY EXISTING CENTERLINE PAVEMENT MARKING REMOVED WILL BE REPLACED WITH
DURABLE 4 INCH YELLOW LINE CONTRACT ITEM NUMBER 646.410.

TEMPORARY TRAFFIC BARRIERS WILL BE IN PLACE WHILE EXCAVATION IS OPEN AND
WORK IS NOT ACTIVE.

CHANILIZING DEVICES LEFT IN PLACE OVER NIGHT WILL BE DRUMS.

CONSTRUCTION SIGN NOTES:

MISCELLANEOUS TRAFFIC CONTROL NOTES:

TRAFFIC SIGNAL NOTES:
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HIGHWAY SAFETY & DESIGN ENGINEER
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ENGINEER SHALL DETERMINE THE EXACT LOCATIONS.
UNDER CONSTRUCTION AND ON ALL INTERSECTING PUBLIC HIGHWAYS.  THE
SHOWN ON THE PLANS.  THEY SHALL APPEAR AT EACH END OF THE HIGHWAY
SIGNS SHALL BE LOCATED AS DETAILED ON THIS SHEET OR AS OTHERWISE

SHALL BE STATED TO THE NEAREST WHOLE MILE.
TWO MILES IN LENGTH OR AS DIRECTED BY THE ENGINEER.  DISTANCES
ADVANCE OF TEMPORARY TRAFFIC CONTROL ZONES THAT ARE MORE THAN
THE ’’ROAD WORK NEXT XX MILES’’ SIGN (G20-1) SHALL BE INSTALLED IN

REFER TO APPROPRIATE STANDARD SHEETS.
THE SIGNS AND DEVICES REQUIRED.  FOR ON-PROJECT CONSTRUCTION SIGNS,
AND/OR THE SPECIFICATIONS FOR THAT PROJECT WILL GIVE THE DETAILS OF
OTHER TYPES OF ADVANCE SIGNING OR CONTROL ARE NECESSARY, THE PLANS
WHICH TRAFFIC WILL BE MAINTAINED.  WHEN ADDITIONAL APPROACH SIGNS OR
ADVANCE WARNING AND INFORMATION ON CONSTRUCTION PROJECTS OVER
SIGNS SHOWN ON THIS SHEET ARE INTENDED FOR USE IN PROVIDING
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FOR DIMENSIONS A, B AND C, REFER TO THE MUTCD. USE TABLE 6C-1

LIMIT VISIBILITY.
FOR TWO LANE ROADWAY WHEN PASSING, TURNING OR CLIMBING LANES 
GATE POSTING OF SIGNS IS AN OPTION AS DETERMINED BY THE ENGINEER 
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